
 CPU : Support Intel LGA775 Core 2 Duo/ Pentium D/ 

Pentium 4/ Celeron D processor up to 2.66/3.2 

   /3.8/3.06 GHz, FSB 533/800/1066MHz 

 BIOS : Award 4Mb Flash memory BIOS 

 System Memory : Dual Channel, Four 240-pin DIMM 

    up to 4GB DDR2 533/667 SDRAM 

 VGA Interface : Intel 945G integrated  

     Shared with 224MB system memory 

 Ethernet Interface : Intel 82573V 

 PCIe slots : Support one PCIe x16 slot 

 64-bit PCI-X slots : Four 64 Bit / 66Mhz PCI-X slot 

    Two 64 Bit / 100Mhz PCI-X slot 

 32-bit PCI : Four 32 Bit / 33Mhz PCI slot 

 Operating temperature : 0~55℃ (depending on CPU) 

 RAID System : Level 0, 1, 5, 10 Support  

 Hot Backup & Swap System (Removable HDD Rack 

2EA)  

 Software Functions 

-. Multi-Camera Image Synchronize 

-. Multi-Image Processing 

-. Strip Edge Detection 

-. HMI System Interface 

-. Real Time Image View 

PMT-VCTR-WG Vision Controller  
(Image Processor / Main Control Processor) 

 Features 

 Industrial System 
 64bit PCI-X Support  
 RAID1 System
 Hot Backup & Swap System 
 Dual Giga Bit Ethernet  

Introduction 

#127-5 DEADO NAM-GU POHANG-CITY GYOUNGBUK KOREA 
Tel.+82-54-283-5921  Fax..+82-54-274-2819 

PALMA TECHNOLOGY CO.,LTD. 
Web: http://www.palmatech.co.kr   E-mail: info@palmatech.co.kr 

Specification 
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